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No. 175 

No. 174 

(as shown). Diameter 14" 

4 Light. Diameter 14" 

No. 173 - (as shown). Diameter 12" 

No. 172 - 2 Light. D iameter 9,i" 

No. 176 - 2 Light. 

Oval Plate - 6" x 12” 

No. 171 - 1 Light. 

Diameter 5U" 
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Eggshell and Cold 

Empire White and Cold 

Ivory and Cold 

English Bronze and Cold 

Pewter and Cold 

ALL PLATES WIRED KEYLESS. 

No. 178 - 1 Light. 

Diameter 6" 
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No. 325 

No. 324 

(as shown). Diameter 14" 

4 Light. Diameter 14" 

No. 323 - (as shown). Diameter 10II" 

No. 329 - (as shown). Diameter 12" 

No. 322 - 2 Light. D iameter 91:" 

No. 326 — 2 Light Oval Plate — 6" x 12" 

No. 327 - (as shown). 

Back 5” — Extend 4" 

No. 323 - 2 Light. 

Back 5" — Extend 4" 
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Eggshell and Cold 

Empire White and Cold 

Ivory and Cold 

English Bronze and Cold 

Pewter and Cold 

ALL PLATES WIRED KEYLESS. 

No. 321 

1 Light. Diameter 5'i” 
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No. 159 - 1 Light. 

No. 160 - 2 Light. 

No. 161 - 2 Light. 

No. 162 - 3 Light. 

No. 163 - 4 Light. 

Diameter 7-V' - Depth 3H" 
Diameter 8V' — Depth 3'A" 
Diameter 11” — Depth 4" 

Diameter 13V— Depth 5" 

Diameter 1512”— Depth 6'A" 
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Ivory and Cold 

Colonial Brass 

Pewter and Cold 

Fumed Brass 

English Bronze 

No. 191 - 1 Light. Diameter 8" 

No. 602 — 3 Light. 

Length 81:" - Spread 10M” 

FINISH: 
Chrome Holder and Opal Glass; 

Ivory and Gold Holder and Ivory Glass. 

No. 239 - 1 Light. 

No. 240 - 2 Light. 

No. 241-2 Light. 

No. 242 - 3 Light. 

No. 243 - 4 Light 

Diameter 6'A" — Depth 3%" 
Diameter 8%" — Depth 3'A" 
Diameter 11" — Depth 4" 
Diameter 13U"— Depth 5" 

Diameter 15)4”— Depth 6'A" 

No. 193 — fas shown) Diameter 11)4" 

No. 190 - 1 Light. 

No. 192 - 2 Light. 

No. 194 — 4 Light. 

No. 195 - 5 Light. 

No. 196 - 2 Light. 

Diameter 51 

Diameter 1114” 

Diameter 15” 

Diameter 15” 

Oval Plate — 6" x 12" 

No. 601 - 1 Light. 

FINISH: 

Ivory Holder 5'i" Diameter 

Sunburst Glass Spread 12” 

Ivory, Tan, Pink, Blue, Green and White. 
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No. 327 - 1 Light. 

Back 5” — Extends 4" 

Wired with Switch. 

No. 328 - 2 Light. 

Back 5" - Extends 4" 

Wired with Switch 

No. 105 — (as shown). Diameter 14" 

No. 104 — 4 Light. Diameter 14" 

No. 103 - (as shown). Diameter 12" 

No. 102 - 2 Light. D iameter 9XA" 

The items 101-106 are made with polished 

brass cups or with steel cups sprayed 

brass. When steel cups are desired add 

the letter "S" to the number. 
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Eggshell and Cold 

Empire White and Cold 

Ivory and Cold 

English Bronze and Cold 

Pewter and Cold 

Colonial Brass 

ALL PLATES WIRED KEYLESS 

No. 101 - 1 Light 

Diameter 5' 

No. 106 - 2 Light. Oval Plate - 6" x 12" 
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No. 825 - 5 Light Length 40" Spread 19li" 

Colonial Brass 

Fumed Brass 

English Bronze and Cold 

Pewter and Cold 

No. 821 - 1 Light. 

Back 5" — Extend 7'A" 

No. 822 - 2 Light 

Back 5" — Extend 6' 
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No. 835 — 5 Light Length 18" Spread 18” 

No. 824 - 1 Light. 

Length 15" Spread 9" 
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Colonial Brass 

Fumed Brass 

English Bronze and Cold 

Pewter and Cold 

No. 838 - 2 Light. Diameter 10" — Depth 6" 

No. 839 — 2 Light Diameter 12"- Depth 6'A" 

No. 840 - 3 Light. Diameter 14" — Depth 7” 

No. 836 - 1 Light. 

Diameter 6Vz" — Depth 4J4" 
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Browntone and Cold — French Crey and Cold — Roman Cold 

No. 4000D - 1 Light. 

Oval Back — 4" x 6” 

No. 2103 - (as shown). Length 34" Spread 17 

No. 2102 — 2 Light. Length 34" Spread 17" 

No. 2105 — 5 Light. Length 34" Spread 20" 

No. 2104 - 4 Light. Length 34" Spread 20" 

No. 4001 — 1 Light. Length 36" 

If any fixture is desired with 

ball lamp adaptors add the 

letter A to the Catalogue number. 

No. 4000C - 1 Light. 

Oval Back — 4" x 6" 
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TOTAL INDIRECT UNIT 

No. 1610 - Length 36” Spread 16" 

No. 1611 — Length 36” Spread 18” 

Opal Glass Bowl — 7" x 9" 
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Pendant for 

SEMI-INDIRECT BOWLS 

No. 1625 - Length 36" Spread 16" 

No. 1626 - Length 36" Spread 18" 

No. 290 - Length 9';” Spread 10'j" 

Converter of any fixture into indirect unit. 
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No. 4000 — 6" Fitter. 

No. 4000X - 6" Fitter. 

No. 4004 — 4" Fitter. 

No. 4004X - 4" Fitter. 

No. 4005 - 5" Fitter. 

No. 4005X - 5” Fitter 

Stem Type 

Cross Bar Type. 

Stem Type 

Cross Bar Type 

Stem Type. 

Cross Bar Type 

FINISH: 

Statuary Bronze or Chromium. 

All Chain Pendants are 42" Overall and 

are Wired with Keyless Porcelain Sockets. 

No. 516 - 6" Fitter. 

No. 514 — 4" Fitter. 

FINISH: 

Statuary Bronze 

or Chromium 

No. 4106 — 6" Fitter 

Swinging Loop Type 

FINISH: 

Statuary Bronze 

or Chromium. 

No. 3000 — 6" Fitter. 

No. 3001 — 4" Fitter. 

FINISH: 

Polished Aluminum 
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No. 4000S - 6" Fitter 

No. 4004S - 4" Fitter. 

No. 4005S - 5" Fitter 

FINISH: 

Statuary Bronze 

or Chromium, 

No. 518 — 6" Fitter. 

No. 517 - A" Fitter. 

FINISH: 

Statuary Bronze 

or Chromium. 

No. 536 - 6" Fitter, 

FINISH: 

Satin Chromium. 

No. 1671 - 3 Light. Diameter 13" Depth 7" 

FINISH: Chromium. 

No. 5050 - 2H" Fitter, 

FINISH: 

Brushed Brass (without socket cover), 

White, Browntone or Statuary Bronze. 
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ALUMINUM 
SHOW WINDOW REFLECTORS 

ANGLE TYPE 

Cat. No. Lamp Size Diameter 

70A 75-100 8" 

72 A 150-200 10" 

STRAIGHT TYPE 

Cat. No. Lamp Size Diameter 

70 75-100 8" 

72 150-200 10" 

Mounting ring is combined with 

Reflector in order to simplify 

installation. 
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Inside — Polished Aluminum 

Outside — Sprayed Aluminum, 

Green, Black, Bronze 

FLANGE TYPE 

Cat. No 

71 

73 

Lamp Size 

75-100 

150-200 

Diameter 

8" 

10" 



ALUMINUM 
SHOW WINDOW REFLECTORS 

ANCLE TYPE 

Cat. No. Lamp Size Diameter 

370A 75-100 8" 

3 72 A 150-200 10" 
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Inside — Polished Aluminum 

Outside — Sprayed Aluminum, 

Green, Black, Bronze 

FLANGE TYPE 

Cat. No Lamp Size Diameter 

375 25- 50 6" 

371 75-100 8" 

373 150-200 10" 

STRAIGHT TYPE 

Cat. No Lamp Size 

374 25- 50 

370 75-100 

372 150-200 

Diameter 

6" 

8" 

10- 

Mounting ring is combined with 

Reflector in order to simplify 

installation. 
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FLOOD-LIGHT 
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Inside — Polished Aluminum 

Outside — Sprayed Aluminum, 

Green, Black, Bronze 

No. 66 - Diameter 11H” SPOT-LIGHT 

Reflectors can be attached to floor, wall or 

ceiling and are equipped with a universally 

adjustable bracket. 

They are completely wired for immediate in¬ 

stallation and have included four color screens. 

The recommended lamp size is 150-200 Watts. No- ~ Diameter 11M 
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No. 68 - 21 i" Half Hand Shade. 

Length 5'/»" — Depth 2'A" 

FINISH: 

Exterior — Bronze, Green or Brass 

Interior — Sprayed Aluminum 

No. 67 - Tubular Shade. 

Length 6" - Depth K” 

FINISH: 

Exterior - Bronze, Green, Brass 

or Nickel on Brass 

Interior — Sprayed Aluminum 

No. 65 - 

Clamp On Half Hand Shade 

FINISH: 

Exterior — Bronze, Green 

or Brass 

Interior — Sprayed Aluminum 

No. 61 — Parabola Shade. 

Diameter 6)7" — Depth 2V 

FINISH: 

Exterior — Bronze, Green or Brass 

Interior — Sprayed Aluminum 
No. 69 — The apeutic Reflector. 

Diameter 8';" — Depth 5V 

FINISH: 

Exterior — Polished Aluminum 

Interior — Mat Aluminum 

No. 1001B — 2'A” Brass Shadeholder. No. 999 — 24" Weatherproof Holder. No. 3011 — Adaptor. Diameter 34' 

FIN ISH: Brightdip FINISH: Brightdip FINISH: Browntone or Gilt 

No. 1001S — 2' /' Steel Shadeholder. 

FIN ISH: Brass Plate 
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No. 1315 — 5" Outlet Cover 

Depth 2" 

FINISH: White, Ivory or Brass 

No. 414 — 4" Outlet Cover 

No. 415 — 5" Outlet Cover 

No. 416 — 6" Outlet Cover 

Depth Vi' 

FINISH: White, Ivory or Brass 

No. 1474 — 4" Outlet Cover 

No. 1475 — 5'' Outlet Cover 

No. 1476 — 6" Outlet Cover 

Depth V/i" 

FINISH: White, Ivory or Brass 

No. 2005 - yA” or V' Slip Canopy 

Diameter 5” — Depth 4" 

FINISH: Browntone or Brass 

No. 928 - 

%" hole, or y" Slip Canopy 

Diameter 4'/'— Depth 3" 

FINISH: 

Browntone, Brass, White or Ivory 

No. 3067 - X" or H" Slip Canopy 

Diameter 51;"— Depth 3V' 

FINISH: 

Statuary Bronze or Brushed Brass 

No. 1162 - 

Bushed or 14" Nipple Canopy 

Diameter 4H" - Depth 3" 

FINISH: 

Browntone or Brushed Brass 

No. 3051 - 

M" Recessed Nipple Canopy 

Diameter 5" — Depth 3” 

FINISH: Browntone or Brushed Brass 
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HINGED BAND 

DOME HOLDER 

No. 934 - 3V" Fitter, 

No. 935 - 4" Fitter, 

No. 936 - 5” Fitter. 

No. 937 - 6" Fitter 

No. 938 — 7" Fitter. 

No. 939 - 8'' Fitter, 

No. 940 - 10" Fitter 

FINISH: B rushed Brass, 

Browntone or Statuary Bronze 

SOCKET COVER 

No. 932 - 2 >A" Fitter. 

No. 933 - 3'i" Fitter. 

No. 933A - 4" Fitter 

FINISH: 

Browntone or Brushed Brass 

No. 1460 - 8" Fitter - 11K" Top. 

No. 1461 — 10" Fitter — 13M" Top. 

No. 1462 — 12" Fitter — 16" Top. 

No. 1463 — 14” Fitter — 18" Tod 

FINISH: Brushed Brass, 

Polished Copper or Browntone 

PORCH RING 

No. 1966 

No. 1967 

No. 560 

No. 561 
No. 562 

No. 563 

No. 564 

No. 565 

— 3'a" Fitter 

— 4" Fitter 

— 5" Fitter 

— 6" Fitter 

— 8" Fitter 

-10" Fitter 

—12" Fitter 

—14" Fitter 

— 6" Top. 

— 6" Top. 

- 8" Top 

— 8" Top 

- 1 ]'A" Top. 

- 1316" Top. 

— 16" Top. 

- 18" Top. 

FINISH: Brushed Brass, 

Polished Copper or Browntone. 

SHADE HOLDER CONVERTER 

No. 1002 - 2'A" to 4" 

No. 1003 - 3'A" to 4" 

No. 1005 - 2'A" to 6" 

No. 1006 - 3V" to 6" 

FINISH: Brass or Browntone. 

NITROGEN HOLDER 

No. 3075 - 4" Fitter. 

No. 3076 - 5" Fitter. 

No. 3077 - 6" Fitter. 

FINISH: 

Statuary Bronze or Brushed Brass. 

CLAMP ON SOCKET HOLDER 

No. 3079 — 4" Fitter, 

No. 3080 - 5" Fitter. 

No. 3081 — 6" Fitter. 

FINISH: Brass or Browntone. 
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No. 1906 - 1 Light. 

Diameter 6'i" - Depth 3^" 

No. 1900 - 2 Light. 

Diameter 8H" - Depth 3'/2" 

No. 1901 - 2 Light. 

Diameter 11” — Depth 4" 

No. 1902 - 3 Light. 
Diameter 13'j” - Depth 5" 

No. 1903 - 4 Light. 

Diameter IS'^” - Depth 5M” 

No. 1904 - 4 Light. 

Diameter 17K" — Depth 6" 

No. 610 - 1 Light. 

Oval Back 7" x 3y" — Extends 8" 

Wired with Pull Chain. 

No. 610C - 1 Light 

Wired with Pull Chain and 

Convenient Outlet 

No. 307 - 1 Light. 

Diameter 6'/" - Depth 4>4" 
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Chromium 

All fixtures on this page 

supplied with glass, unless 

otherwise ordered. 

No. 1800L - 2 Light 

Diameter 10” — Depth 4" 

No. 1801 L - 2 Light 
Diameter 12” - Depth 4'2" 

No. 1802L - 3 Light 

Diameter 14" — Depth 5V2" 

No. 1803L - 4 Light. 

Diameter 16” — Depth 6" 

If 1900 line desired 

with this glass add 

letter L after number. 

No. 612 - 1 Light. 

Diameter Back 4'/2" — Extends 8" 

Wired with Pull Chain. 

No. 612CO - 1 Light 

Wired with Pull Chain and 

Convenient Outlet 

No. 1806 - 1 Light. 

Diameter 75s” - Depth 35s" 

No. 1800 - 2 Light. 

Diameter 10" — Depth 4" 

No. 1801 - 2 Light 

Diameter 12” - Depth 4';” 

No. 1802 - 3 Light 

Diameter 14” - Depth 5y2" 

No. 1803 — 4 Light. 

Diameter 16" - Depth 6" 

No. 1804 — 4 Light. 

Diameter 18” — Depth 611” 

No. 611 - 1 Light. 

Oval Back 7” x 3%" — Extends 4" 
Wired with Pin Switch. 

No. 611C - 1 Light. 

Wired with Pin Switch and 

Convenient Outlet, 

No. 306 - 1 Light. 

Diameter 8%" - Depth 4U" 

18 



*A 

</) 

z 
u. 
Ivory and Poly 

Gold and Poly 

Browntone 

Ivory 

No. 3103 — (as shown). Oval Plate 6" x 12" 

No. 3103P - 2 Light. Oval Plate 6" x 12" 

Wired with Pull Switch. 

No. 406 - 1 Light. 

Diameter 5}4" - Depth 3Y" 

No. 5370 - 1 Light. 

Diameter 5K" — Depth 3'A" 

No. 3059 — (as shown ). Diameter 9lA‘ 

No. 3060 — (as shown ). Diameter 12" 

No. 3061 - 2 Light. Diameter 9K” 

No. 3062 — 4 Light. Diameter 12" 

No. 3063 — 5 Light. Diameter 14" 

No. 3104S — 1 Light. Diameter 6" — Depth 5" 

Diameter 5K" — Depth 3M” 
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No. 310 - 1 Light. 

Diameter 5%" — Depth 2Vt" 

FINISH: Chrome, Colonial Brass, 

Pewter, English Bronze or Ivory. 

No. 201 - t Light. 

Diameter 5'A" — Depth 3" 

Equipped with Pull Chain Eyelet. 

FINISH: 

Ivory, Chromium, Statuary Bronze, Pewter, 

Colonial Brass or English Brass. 

No. 303 - 1 Light. 

Diameter 5%" — Depth 2'A" 
Wired Keyless. 

FINISH: Ivory, Pewter, 

Colonial Brass or Chromium 

No. 5770 - 1 Light 

Diameter 5'A" — Depth 3V' 
Equipped with Pull Chain Eyelet 

and Canopy Switch Knockout. 

FINISH: 

Ivory, Chromium, Statuary Bronze, Pewter, 

Colonial Brass or English Brass. 

No. 298 - 4N" Reflector. 

Diameter 6" — Depth 2'A" 
Wired Keyless. 

No. 299 — 6V' Reflector. 

Diameter 81 z" — Depth 2V' 

Wired Keyless. 

FINISH: Chromium. 

No. 600 - 1 Light. 

Diameter 5'A" — Depth 4" 

Wired Keyless. 

FINISH: Ivory, Ivory and Gold 

or Eggshell and Gold 

No. 5054 - 1 Light. 

Diameter 414” — Depth 3'/' 

FINISH: Ivory Poly and Gold Poly. 

No. 309 - 1 Light. 

Diameter 4V' — Depth 3A." 

FINISH: Ch romium. 

No. 5051 - 1 Light. 

Diameter 5'A" — Depth 3" 

FINISH: Wh ite, Ivory or Browntone, 
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No. 5063 — 6" Fitter 

Diameter 5V 2" — Depth 5" 

No. 5064 — 6" Fitter 

Diameter 6" — Depth 5V 

FINISH: 

Statuary Bronze or Chromium. 

No. 302 - 2U" Holder. 

Diameter AM" — Depth 3” 

No. 302CO - 
with Convenient Outlet. 

FINISH: Chromium or White. 

No. 301 - 3V Fitter. 

Diameter 5M" — Depth 

No. 301CO - 
with Convenient Outlet. 

No. 300 — A" Fitter. 

Diameter 6" — Depth 2,V 

FINISH: White or Chromium 

No. 526 - 6" Fitter. 

Diameter 6" - Depth 5V 

No. 524 — 4" Fitter. 

Diameter 6" — Depth 4V' 

FINISH: 

Statuary Bronze or Chromium. 

No. 294 — 4" Fitter. 

Diameter 6" — Depth 2'/i" 

No. 293 - 3V Fitter. 

Diameter 6" — Depth 212” 

No. 296 - 6" Fitter. 

Diameter 8';'' — Depth 2M" 

FINISH: Ch romium. 

No. 3274 — 4" Fitter. 

Diameter 512/# — Depth 41:" 

No. 3273 - 3*4" Fitter. 

Diameter 5M" - Depth 334" 

No. 3272 - 2y4" Fitter. 

Diameter 5lA" — Depth 3V' 

FINISH: Polished Copper. 
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No. 5078 — 4" Fitter. 

Wired Keyless Socket with Pendant 

Switch and Four Foot Silk Cord. 

No. 1909 - 4" Fitter 

Diameter 5'A" — Depth 4" 

No. 1911 - 3'.," Fitter. 

Diameter 5';" — Depth 314" 

No. 1910 - 2’j" Fitter. 

Diameter 5'i" - Depth 3'j" 

Equipped with Pull Chain Eyelet. 

No. 5065 - 6" Reflector. 

Diameter 5';” — Depth 4C” 

No. 5065A — 8" Reflector 

Diameter 6" — Depth 53j" 

m 
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White, Statuary Bronze or Chromium 

No. 76 - 4" Co nverter. 

Depth 1?4" 

No. 77 - 6" Co nverter. 

Depth 2-)4" 

No. 1470 - 

Diameter 6" 

No. 1468 - 

Diameter 6" 

No. 1469 - 

Diameter 6" 

A" Fitter. 

— Depth 5:V' 

2'4" Fitter. 

— Depth 5" 

3 Y' Fitter. 

— Depth 5'' 

No. 5053 - 2V' Fitter. 

Diameter 4Y* — Depth 3Y' 

No. 5075 — A" Fitter. 

Diameter 5Y* — Depth 

No. 5076 - 31 Fitter. 

Diameter 5Y# — Depth A" 

No. 5077 — 2Y' Fitter. 

Diameter 5^2 * — Depth 4" 

Equipped with Pull Chain Eyelet and 

Canopy Switch Knockout. 
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Brass — Steel Alloy 

Ivory — Steel Alloy 

White - Steel Alloy 

Aluminum — Steel Alloy 

Bakelite Type — Steel Alloy 

Black - Steel Alloy 

Red — Steel Alloy 

Chrome — Steel Alloy 

Cadmium — Steel Alloy 

Brushed Brass 

Sprayed Brass 

Colonial Brass 

Polished Chrome 

Satin Chrome 

Cadmium 

.040 Brass 

.040 Brass 

.040 Brass 

.040 Brass 

.040 Brass 

040 Brass 

Where more than one gang of the same type plate is wanted, 

place the quantity number of gangs in front of letter of that plate 

Where combinations are requested, place the number of 

gangs followed by the letters listing the combinations. 

EXAMPLE - 

Ordering Ten—Three gang combination plates of Two Toggle 

and One Duplex — 

Enter order as following, 

10-3AAM 

When ordering Steel Alloy Plates Add ''ST." to finish. 

When ordering .040 Brass Plates Add "BR.” to finish. 

EXAMPLE - 

Ordering 500—1 Gang Toggle Brass Finish Steel Alloy and 

500-2 Gang Toggle and Duplex Brass Finish .040 Brass- 

Enter order as following, 

500—1A Brass ST. 

500—2AM Brass BR 

All Plates Are Made Upfo and Including Six Cangs. 

No. IF 

Single Receptacle Plate 

No. IE 

Blank Plate 

No. 1 Art 

Duplex Plate 

No. 1Y 

Push Button Plate 

O 

No. 1A 

Toggle Plate 

No. IK 

Round Hole Toggle 
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No. 1R — Radio Plate 

This Radio Plate has the two binding posts securely attached. 

The post marked "C (Ground) is grounded to the plate. The 

"A" (Antenna) post is insulated. Screws fit directly over box. 

ALL PLATES COMPLETE WITH BINDING POSTS. 

No. IS - Combination Radio Plate 

The combination Radio Plate consists of a convenient recep¬ 

tacle and two marked posts. The "G” (Ground) post is 

grounded to the plate and the "A" (Antenna) post is insulat¬ 

ed. The plate has a partition which separates the power 

from the radio. Partition is made to either a 2" or a 7'i" box. 

ALL PLATES COMPLETELY ASSEMBLED. 
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Steel Alloy 

Steel Alloy 

Steel Alloy 

Steel Alloy 

Steel Alloy 

.040 Brass 

.040 Brass 

Brass — 

Chrome — 

Ivory — 

White - 

Bakelite Type — 

Brushed Brass — 

Chrome — 

No. 1DH 

Clock Hanger Plate 

Receptacle recessed in plate to 

allow attachment cap to come 

flush to surface. Top of plate 

has hook for mounting clock. 

This Radio Plate is combined with a Duplex Receptacle 

Outlet. The plate is equipped with "G” (Ground) and "A" 

(Antenna) posts. The Antenna post is insulated. The piate 

covers a 2 gang—4" square box containing a partition to 

separate the power from the radio. The plate is furnished 

without a partition. 

No. 2MR — Duplex and Radio Plate 
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No. 10B 

Oil Burner Plate 

FINISH: Red 

No. 2WP 

Weather Plate 

FINISH: Red 
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Brass — Steel Alloy 

Chrome — Steel Alloy 

Brushed Brass — .040 Brass 

Chrome — .040 Brass 

Receptacle Plate Supplied with Special Screw to Support 

Fan. 

No. 1GX — Bracket Designed to fit 7" Cem Box 

No. 1LN 

Fan Hanger Plate 

X 
«/) 

z 
UL 

Cadmium Plated — .040 Brass 

A convenient Receptacle for outdoor use. 

assembled with all necessary gaskets. 

Completely No. 1UW 

Outdoor Receptacle Plate 
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